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Total Solution for concrete products....




Inter Locking Paver Block Machines

<=k OIL HYDRAULIC PRESS HEAVY DUTY

3 Pump Attachment Max High Pressure Tonnage 80
Technical Specification

& Ny Capacity : 450mm x 450mm mosaic Thes

@ 0il Coofing System faciitate 1o cool down oil even press is workng. (Opbenal)

* Trolly System - Mould moves / operaes through Trolkey (Optenal)

® Safe working condifions wih elecinical and mechanical intedock system.

@ The Prassing operation is timer cortrolled with single switch operation for both
pressing and raturn strokas ensuring uniform peessura on all sides of tikes.

® Power Required : § HP

® Each Paver Machine can give production of 1400 to 1800 nos. paver n 1 shift.

@ Oil Tank Capacky : 150 Lies

© Peneal Operated

OIL HYDRAULIC PRESS HEAVY DUTY
Max High Pressure Tonnage 70

Technical Specification

© Mig.Capacity : 450mm x 450mm mosaic Tiles

0 Cooling System faclitate 1o cool down of even press is working, (Optioral)
Trolly System - Mould moves / cperates through Troley (Opéonal)

Safe working conditions with elecinical and mechanical inferlock system,

The Pressing operation is limee controllad with single switch aperation for both
pressng and return strokes ensuring uniform pressure on all sides of tlies.

@ Power Required - 7.5 HP

Each Paver Machine can gwe production of 1400 to 1800 nes. paver in 1 shift
® O Tank Capacty : 100 Litres

=< OIL HYDRAULIC PRESS
Max High Pressure Tonnage 40/ 60

Technical Specification

\tig.Capacity : 378mm x 375mm mesac Tiles
Panel Operatod ( Hard Valve Dperaled

Safe working condiicns with electrica’ and mecharical interlock system
Power Required - 5 HP

Each Paver Machina can give production of 1400 to 1800 nos. paver in 1 shift
Ol Tank Capacily . 100 Litres

VIBRO WITH HIGH PRESSURE PAVER BLOCK MACHINE >
3 Pump Attachment Max High Pressure Tonnage 100

Technical Specification

Mfg Capacity : 450mm x 450mm meszic Tiles

Ol Cooling System faciitase to cool down oll even préss Is working
Trolly System - Mould maves / operales theough Trcllay

Sale working conditions with electrical and mechanical intalock system,
The Pressing operaticn i imar controled with singie swilch operation for both pressing end raturn strokas ensuring uniform peessura on all sides of tiles.
Power Required : 7,5 HP

Each Paver Machine can give production of 1400 fo 1800 nos. paver in 1 shift

Ol Tank Capacity : 200 Litres

Eottom Vibrator



Automatic & Semi Automatic Press for Inter Locking Pavers

- AUTOMATIC OIL HYDRAULIC PRESS

For Interlocking Paver At a time 2 Pcs. as per size.
Max High Pressure Tonnage 120

Technical Specification

® Unique function of Auto Pressing, Feeding & Ejection

Platform Size - 300 x 400mm

Users Friendly Operating System

Safe working conditions with PLC based contral panel.

The Pressing operation is PLC controlied with single switch operation for
prassing leading 8 ejection ensuring uniform peessura on all sides of pavers.
Power Required : 10 HP

Production Capacty : 2500 to 3000 nos. Irter Lecking paver in 1 shift (12 Hours.)
O Tank Capacty : 350 Lirres

0Oi Cooling System facliate to cool down of even press is working.

No shiled labor required

AUTOMATIC OIL HYDRAULIC PRESS

For Interlocking Paver At a time 4 Pcs. as per size.
Max High Pressure Tonnage 150

Technical Specification

@ Unique function of Auto Pressing. Feeding & Ejection.

@ Patiorm S@e : 500 x 400mm

@ Usars Frendly Operating System,

© Sale working conditions with PLC based control penel.

® The Pregsing operation is PLC controllad with single swach operation for
pressing feecing & exection ensuring uniform pressure on all sides of pavers.
Power Raquired : 125 HP

Procucion Capacity : 3500 t0 4000 nos. Inter Locking paver n 1 shift (12 Hours )
Gil Tank Capacity : 450 Litras

Cil Cooling System faclitate 1o coct down oll even press is working

No skiled lzbor required

-~ SEMI AUTOMATIC OIL HYDRAULIC PRESS
For Interlocking Paver At a time 2 Pcs. as per size.
Max High Pressure Tonnage 120

Technical Specification

o Phtlorn Size : 300 x 400mm

Users Frizndly Opesating System

Safe werking conditicns with PLC basad control panel.

The Pressing opesation s PLC controled with single switch operation for
pressing feeding & ejecticn ensurng uriform pressure an all sides of pavers.
Power Requrad - 7.5 HP

Production Capacity © 1800 o 2000 nos. Inter Locking paver in 1shift (12 Hours )
Ol Tank Capecity ; 250 Litres

Ol Coolng System faciitate to cool down o aven prass is warking

No skiled labor required




Fly Ash Brick, Hollow Block, Inter Locking Paver M/c.

AUTOMATIC OIL HYDRAULIC PRESS >

For FLY ASH BRICKS At a time 10 Pcs. as per size.
Max High Pressure Tonnage 120

Technical Specification
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<« VIBRO HYDRAULIC PRESS

Fly Ash Brick
v : / This m/c. is available in Three Mode.
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~ 8, ® MANUAL
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” ® Fly Ash Brick at a time o{/ @ SEMI AUTOMATIC
10 pcs. as per size,
# Hollow Block at a time %. ® FULLY AUTOMATIC MODE.
Johesaspersie o atme = @ Platform Size : 600 x 600mm
8 pcs as per size. g
X
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Unique function of Aulo Pressing, Feading & Ejecton
Platiorm Stze : 600 x 600mm

Usars Frendly Operating System,

Safe working conditians with PLC based control panal |
The Pressing operation is PLC controlled with single switch opergtion for
prassing fooding & ajection ensuring uniform prassure on all Sdes of pavers.
Production Capacity : 15000 2 20000 nas, | Fiy Ash Beick in 1 shift {12 Hours,)
Qi Codling System faciitate to cool down ail even press is workng

Qil Tank Capacity : 400 Litres

Fower Required - 12 HP e Blocks Are Stacked and waler Cured

/ — Corveyed
No skilled labor required 8
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Concrete Mixer

PAN MIXER >

Pan Mixer Available in three capacity...

© 4 Ft. : 200 Kg. per batch.

@ 5Ft. : 350 Kg. per baich,

® 6 Ft. : 500 Kg. per batch.

@ For mixing of raw material of Fly Ash Brick & Interlocking Pavers
@ Discharge Manually

©® Bottom Door Opeaning

@ Mixing by heavy roller & hand faced scrapers.

Ball Mill Drum
with 2 HP Motor Panatery Mixer
For Rubber Mould

Vibratory Table
For Rubber Mould Paddle Mixer with

Automatic Material Weighing System






